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TECHNICAL SPECIFICATIONS T.A.D.E. (Frameless) 

*Beam Size: (Max. 6800mm) 

*Pelmet Size:  (Max. 6800mm) 

*Opening Size:  (Max. 3000mm) 

*Bi-parting:  

*Single Sliding  

*Door Modes:  (5x Pos.) 

*Door Positions:  (Open/Lock/Auto/Exit/Climate) 

*Door Weight:  (Max. 250kg – Bi-Parting Doors) 

*Failsafe:  (Standard as Per Australian Standards) 

*Remotes:  (Available P.O.A) 

*UPS:  (Available P.O.A) 

*Fire Trip Connection: (Standard) 

*Electric Locking:  (Standard) 

*Opening Speeds:  (Fully Adjustable) 

*Closing Speeds:  (Fully Adjustable) 

*Braking:  (Fully Adjustable) 

*Opening Time:  (Fully Adjustable) 

*Track Size – Height:  (115mm) 

*Track Size – Width:  (155mm) 

*Adjustable Force:  (Standard) 

*Power Supply:  (240V / 10 Amp) 

*No Power Supply:  (Free Running) 

*Fully Anodized Track:  (Standard) 

*Australian Owned & Operated 
 

36 Months Parts Warranty 
12 Months Workmanship Warranty 
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